GAMMA HDPE

Manicotto maschio DN, o
con o-ring per il I
collegamento al PVC \ -
e
L T
DON, - T

COD. D/D

VS0353003 110/100 100/100 4,3 105 105 30 26 27 0,460 15 120 600 1180x800x1200  PEO2 19,43

, DN/DN, s DE L L, H, H, kg = =2 5  HxxP CL  €/pz

1

Manicotto femmina DE
i D
per il collegamento al =3
PVC D,/DN,
0 ‘ —
\
DION” ©
cob. D/D, DN/DN, s DI DE L L, kg 0 =2 57 HxxPIH cL €/pz

VS0353005 90/100  90/100 3,5 102+5 140 166 130 0,275 10 40 160 1050x800x1200 PEO2 23,85
VS0353007 110/100 100/100 4,3 102+5 140 166 130 0,347 10 40 160 1050x800x1200 PEO2 25,81

Ricambi
Guarnizione per manicotti, DE
sifoni e curve WC Dyt
. II
cobD. D DN D, DE H Colore kg 07 =2 B HxxP CL €/pz
V50386003 125 125 102+5 134 235 bianco 0,104 20 160 1600 1130x800x1200 CCO1 4,07

Per COD. VS0352-VS0354-YS0362125-VS0356-VS0366-VS0367-VS0375-VS0378-VS0380-VS0353.

Guarnizione per manicotti DE
per P’allacciamento al PVC

D
cobD. D DN DE D, H H kg 0O == HxLxP - CL €/pz

VS0386005 125 125 130 1007 40 23 0,145 20 160 1600  1130x800x1200 PEO2 6,67

Per COD. VS0353007.
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